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Code Title Edition 

International Residential Code  2009 

Section number and title Page 

Table R602.10.1.2(1) 160-162 

Proponent Title 

Steve Dean VP Homebuilding, Ryland Homes 

Address Phone 

9025 N River Rd., Indianapolis IN 46240 317-846-3234 

PROPOSED CODE CHANGE (Check One) 

 Change to read as follows Add to read as follows  Delete and substitute as follows  Delete without substitution 

 

• Method PBS should be added to the column labeled “Method DWB, WSP, SFB, PCP, HPS” 

• The last item in the Basic Wind Speed column should read “< 110 mph”, not “≤ 110mph”. 

• Footnote “b” should appear above the Exposure/Height factor table, not below it. 

• Footnote “h” should be revised as follows: “Method LIB bracing shall have gypsum board fastened 
attached to at least one side with nails or screws per Table R602.3(1) for exterior sheathing or Table 
R702.3.5 for interior gypsum board. Spacing of fasteners at panel edges shall not exceed 8 inches 
(203 mm). according to the Section R602.10.2 Method GB requirements.” 

 
  

REASON AND FISCAL IMPACT 

 

Per NAHB, this corrects errors in Table R602.10.1.2(1) that occurred during final correlation of the 2009 
IRC. For footnote “h”, as specified, the gypsum board sheathing required behind Method LIB bracing will 
be required to use the 7" edge/7" intermediate fastener pattern required for Method GB bracing. However, 
the testing that done in 2008 by the NAHB Research Center to support the design values for Method LIB 
used the standard interior gypsum wall nail and nail spacing, which is 8" on center. Thus, Footnote "h" is 
adjusted to require only the standard gypsum board fasteners and fastener spacing, not the increased 
spacing requirement used for Method GB bracing.  
 

REVIEW RECOMMENDATION 

Approve 

Disapprove 

Approve as amended 

Further Study 

 

 


